
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Safety options: 

 89001 030000-S1R control panel for 2-hand operation 

  Safety option 1 

 

 89001 031000-S2.2 Supply air turn off if the lid is not in its 

lower end position  

  Safety option 2  

 

 89001 031000-S3 lockable ball valve for the safe interruption 

of the supply air supply 

  Safety option 3 

 

 89001 031000-S4 pneumatic cylinder with ATEX certificate 

  Safety option 4 
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Pneumatic-lifter for 30 liter:   

89001 030100-DH Lifter with standard pneumatic cylinder,  

anti-twist design, with lid holder (without lid), 

single-lever control.  

Support column powder-coated in RAL 7016 

anthracite gray fine structure. 

Lid versions: (All lid versions in stainless steel) 
 

 89001 00002L-1 Lid for lifter 30 liter barrel, octagonal 

  for max. barrels diameter to 350mm 

  

 89001 000020 Lid for lifter 30 liter barrel, round 

  for max. barrels diameter to 395mm 

 

 89001 000025 Lid for lifter 30 liter barrel, round 1/5 hinged   

 for max. barrels diameter to 395mm 

Lifter mobil: 
 

 89001 030000-01 Roller set for "mobile" use 

Lockable ball valve 

(S3) 

Version 2-hand 

operation (S1) 

 
 

 


